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WARRANTY

This warranty is provided by Beiter Technologies

Express warranty
Subject to the exclusions set out below, we warrant that this product will be

free from defects in materials or workmanship for a period of 12 months
from the date of purchase.

Warranty exclusions
This express warranty does not apply where a defect or other issue with the

productis caused by normal wear and tear, misuse or abuse of the product.

Consumer guarantees

You are entitled to a replacement for a major failure and for compensation
for any other reasonably foreseeable loss or damage. You are also entitled to
have the goods repaired or replaced if the goods fail to be of acceptable
quality and the failure does not amount to a major failure.

Warranty claims

To make a claim under this warranty, you must bring the product along with
the proof of purchase and any other documentary evidence which you think
isrelevant to Beiter Laser’s place of purchase where the claim will be
handled on our behalf. Any costincurred by you in bringing the product to
the place of purchase will be borne by you.

To make a claim under this warranty, the product and proof of purchase must
bereturnedto the Beiter’s dealer during the warranty period specified
above.

If your warranty claim is accepted, we (or the Beiter Laser store that handles
the claim on our behalf) will, at our discretion, repair or replace the product.
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TO PREVENT SERIOUS INJURY, READ
AND UNDERSTAND ALL WARNINGS
AND INSTRUCTIONS BEFORE USE.

OPERATING
INSTRUCTIONS



PRODUCT OVERVIEW

Water/ dust resistant impact
TPE cover

OFF/ LOCK (incline)/ ON switch

Powerindicator light

lock(incline) key
H & V Beam switch key

Detector mode key
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Socket for power adaptor

1/4" screw thread
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Power supply:
Li-ion battery, or

4*AA batteries with cell holder, or

-

240V AC/DC charger

*To charge Li-ion battery:

When laser levelis not in use: Connect
the mini-USB cable from the DC
charger to the Li-ion battery. Charge
until power indicator light changes to
green to full.

When laser level isin use:

Insert Li-ion battery into the laser
level. Connect the DC cable of the AC
adaptor tothe power socket located
on theright of the laser level to charge
the Li-ion battery and operate laser
level simultaneously.

OPERATION

LASER LINE INDICATION

2 Horizontal + 3 vertical laser lines

(5lines)

Switch ON/OFF

1. Insertbatteriesaccordingtothe "+,-"sign to battery socket.

2. Setuptheinstrument onthe floor, or with a wall mount or tripod.
When using tripod, support the centering nut of the instrument with one
hand and tighten the centering screw.

3. OFF/ON buttonislocated on the left side of instrument body .
Switch right to ON to start self-leveling operation.




The instrument has 2 operating mode keys:

I Laser beam switch key to project Vertical line by step.

X Laser beam switch key to project Horizontal line by step.

Detector key to activate DETECTOR mode, in order to use with a detector
in brighter condition or further distance.
Power indicator light to show the laserison.
Flashing alarm for low voltage: Replace batteries or charge Li-ion
battery.

Automatic Self-leveling

1. Switchto ONtowork. The pendulum automatically aligns a position
within the range of self-leveling range £4°.

2. Laser beam startsto blink and an alarm sounds when the instrumentis
out of the self-alignment range. In this case, place the instrument on
flat surface, adjust tripod or base legs until blinking and sound stops.

Pendulum Lock

1. Switch to LOCK mode to allow constructinginclined planes.

2. Two laserlines are not always constructed as orthogonal in the mode of
crossing lines.

3. Self-levelingis disabled when laser level isunder LOCK mode.

MAINTENANCE AND SERVICE

1. Donotattempttoopentheinstrument. Toassure product SAFETY and
RELIABILITY, repairs, maintenance and adjustment should be performed
by authorized service centers. Warranty void when case is opened. To
locate your nearest service center, contact your dealer.
Do notdrop, knock, or shake the instrument to avoid affecting precision.
Remove batteries when instrumentis not in use.
4. Keeptheinstrumentclean at all times. Use a soft cloth with mild soap for
body, and lens tissue for glass windows.
5. Don'texposeinstrumentinthe sunshine forlongtime.
6.4.2V/1.5A power adaptor work with 3.7V Li-ion battery. Power
adaptors can connect to instruments directly to work as power supplier.
7. Neveruse DCchargerto charge alkaline batteries. Remove alkaline
batteries when use DC charger to supply power.
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SPECIFICATIONS

Wavelerigih Green line: 510-540nm / Red line: 635nm
Plumb dot: 650nm
Indoor working distance Red laser: 75ft (25m) / Green laser: 130ft (40m)
Laser Class Class Il < 1.0mW
Waterproof/ Dustproof IP54
Working temperature -10C to 40°C
Auto level range +4°
Accuracy +1/4in @ 100ft
Power Supply 4 x AA batteries / BALI-3.7(B) Li-ion battery / DC charger
Battery Hours 7--10
Screw adaptor /4"
Transport Lock Yes
Individually shiftable function Yes

* Minimum hour is with all available lines on.

ITEM CHECKLIST

please ensure the following items are included with your laser.
If anything is missing please contact your retailer.

Laser target

Multi-angle Magnetic
Wall Bracket

Rechargeable Laser level

3.7 V Li-ion battery

Cell holder

AA batteries

DC charger

BMC Hard carrying case



WARNINGS

PLEASE ENSURE INSTRUCTION MANUAL, ALL WARNINGS AND

LABELS ARE READ AND UNDERSTOOD BEFORE USING THIS PRODUCT.

Please Store This Instruction Manual in The Carry Case For Future
Reference.

* Avoid direct eye exposure.

e Donotstareintothe laserbeam (not even fromfar way).

« Donotusethelaserintensive glasses as safety goggles, sunglasses or
when driving.

* Donotpointlaserinthedirection of other people oranimals.

 Donotpointlaserinthedirection of mirrors or other reflective surfaces.

e Storeinasecurelocation when notin use.

e Lasershould not be used asatoy or by children.

* Do notview beamthrough optical instruments such as theodolites,
binoculars, cameras or magnifying lenses.

e Avoid usinglaserin darkened areas. Ensure sufficient lighting levels to
avoid causing damage to eyes.

e Setupcross-line laserto ensure laser beam path is above or below eye
level.

e Ensurecross-line laserissecurely set up to avoid accidental movement.
Do notbreakuporthrow the batteryinto fire. Please recycle the battery

after use.

e Donotuseorkeeptheinstrumentinhumid environment.

* Do notdisassemble the instrument or attempt to perform any internal
servicing as this will void your warranty. No user serviceable parts

included. Only approved and authorized service technicians can carry out

warranty repairs.

WARNING!
This is a high precision instrument - To avoid damage always

transportinstrument and store with pendulum lock on and in the
carrying case.
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